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   SPECIFICATIONS                         

4 Port In-Wall Diverter
( 1 inlet / 3 outlets)

Valve and Trim
7.0048586

 Porcelain Lever

(7.0048586T  Trim Only)

4-1/4”

3-1/2”

2-3/8”

Note: See installation
Instructions for length of stem 

required from finished wall

FEATURES: 

•   All brass construction.
•   One 1/2” inlets and three 1/2” outlets
•   Replacement cartridge: 18.30.257
•   Meets:  ASME A112.18.1/CSA B125.1-2011
    

6-1/2”

Rutherford



7.0048586.PDF rev: 06/13 GS*

American Faucet & Coatings Corporation.

Tel: 760-598-5895, Toll Free Fax 800-621-8383, customerservice@sigmafaucet.com

Parts List

4 Port In-Wall Diverter

7.0048586
(1 inlet / 3 outlets)

Rutherford

78.30.048
Stem Extension

20 Point

Loose Brass O’Ring

78.30.253
4 Port Diverter

18.30.257
Cartridge 20 Pt

Holding Nut

Wavy Washer

Flat Washer

18.30.065
Thread Tube With    

Lock nut

78.03.003
Base

78.01.011
Handle Stem                 
(need finish)

78.03.004
Escutcheon

78.01.003 
Lever Assy

78.01.016 
Screw Cap
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