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FEATURES:

e All brass construction.

* One 1/2”inlets and three 1/2” outlets
¢ Replacement cartridge: 18.30.257
* Meets: ASME A112.18.1/CSA B125.1-2011

TechData
SPECIFICATIONS

Rutherford

4 Port In-Wall Diverter
(1 inlet/ 3 outlets)
Valve and Trim
7.0048586
Porcelain Lever

(7.0048586T Trim Only)

Note: See installation
ﬂstructions for length of stem

required from finished wall

4-1/4”

1/2” NPT MALE
OUTLETS

6-1/2”

IN-WALL ADAPTER
NUT

3-1/2”

NO HEAT NO TORCH

1/2” NPT MALE

TIVM A3HSINIA

INLET

TIVM @3HSINIH

N

A

ALL-THREAD TUBE

16 or 20 PT.
STEM EXTENSION

AN

Note: Measurements are subject to change or cancellation. No responsibility is assumed for use of superseded or voided pages.
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Q Parts List

RESERVE
i Rutherford
4 Port In-Wall Diverter

7.0048586
(1 inlet / 3 outlets)

78.30.253
4 Port Diverter

18.30.257
Cartridge 20 Pt

Holding Nut

Wavy Washer & 2 78.30.048

Stem Extension
20 Point

78.03.004

Thread Tube With Escutcheon

Lock nut 78.01.003

Y
78.03.003 / Lever Assy
Base
78.01.011

Handle Stem

(need finish)
78.01.016
Screw Cap
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