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 20 Point
 STEM

 INSTALL
 HEIGHT

1-3/4”

1/2” FIP INLETS
      

1/2” FIP OUTLETS
      

FINISHED WALL

2-1/4”

2-1/8” Max

6.00”

1-1/4”

      GRID DRAIN ASSEMBLY
             NO OVERFLOW

BOTTOM VIEW SHOWING      
VALVE INLET & OUTLETS

2-3/8”

10-15/16”

10-3/8” Œ

2-7/8”

4.00”

3-1/4”

2-3/8”

FEATURES: 
•  All brass construction 
•  Independent corner valves 
• Includes grid drain without overflow. P/N 18.11.120
•  Standard aerator is limited to 1.5 gpm
•  1/4-turn ceramic disc valve cartridge.
•  Available in all finishes. Warranty varies according to finish selection.   
•  Certified to meet and exceed the following codes and standards:  
 ASME A112.18.1/CSA B125.1-2011
 

Rutherford

1-1/4” Drill 
holes
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78.07.008
Spout Assy

78.07.014
Aerator Assy

18.30.065
Thread Tube With    

Lock nut

LIFT & TURN                     
DRAIN ASSEMBLY

78.30.022
Hot Valve Assy

18.30.036 Cartridge

78.30.021
Cold Valve Assy

18.30.035 Cartridge

78.30.048
Stem Extension

20 Point

Loose Brass O’Ring

18.30.053
Threaded Tube 

Holding Nut

78.30.024
Rough Valve Kit

(Hot & Cold Valves Only)

18.11.042
Lift & Turn Drain

Assembly (Finish)
With Overflow

78.03.003
Base

78.03.004
Escutcheon

78.01.007
 Straight Lever

Parts List

Vessel Lavatory Set
7.5548407
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