SIGMA

PRECISION CRAFTED

Specifications

FEATURES: _ Butler Mill
+ All brass construction.

+ Handshower wand P/N: 18.10.040.
Porcelain handshower wand available on request. Deckmount Telephone

60” Spiral hose supplied P/N: 18.10.016 Handshower and Tub Filler

+ Vacuum breaker supplied P/N: 18.15.056 ”
+ 2.5 gpm flow restrictor installed in shower wand Extended 8 Legs

+ Available in all Sigma finishes. Warranty varies according to Loire Handle
finish selection.

+ Certified to meet or exceed the following codes and standards:
ASME A112.18.1/CSAB 125.1-2011 1.1856511

0

Handshower Wand

.

<
/Vacuum Breaker
3/4” NPS /No Option
Swivel Nut 1700n
0 O @)

7-3/4"

IUNRNDR VDTV

ﬁ‘ T @2-1/4" 3-3/4"

6-1/4"
3/4’NPS x 3/4’FIP
Coupling
10-3/4" . Note: 6.00" \
¢ Install through e E
1-1/4” Hole 60” Spiral Hose

Note: Measurements are subject to change or cancellation. No responsibility is assumed for use of superseded or voided pages.

11856511 PDF 0413MB American Faucet & Coatings Corporation



